
WATERPROOF

CAPACITANCE LINEAR GAGES

Capacitance type linear encoder
Shock-proof, water proof, dust proof, suitable for 
high speed movement, long working life
Optional: display unit 7106-1A, multichannel interface 
box 7107-1 or 7107-2

7107-12

7107-12V

pop up with air,
retract without air

Code
Measuring range
Resolution
Accuracy
Hysteresis
Driving type
Measuring force
Measuring principle
Voltage
Sampling frequency
Working life
Dust/waterproof
Cable length
Data output

7107-12
12mm/0.47"
0.001mm/0.00004"
5μm
2μm

7107-11
12mm/0.47"
0.01mm/0.0004"
20μm
10μm
spring 
1.5N
capacitance type linear encoder
5V
100 times/sec
ten million times
IP65
2m
RS232

7107-12V
12mm/0.47"
0.001mm/0.00004"
5μm
2μm

7107-11V
12mm/0.47"
0.01mm/0.0004"
20μm
10μm
pneumatic 
adjusted by air pressure

SPECIFICATION

Unit: mm

18.8

14
9

36

80

21
.88

64
.2

3.5

7107-11V
7107-12V

36

80

21
.88

64
.2

18.8

14
9

Unit: mm

7107-11
7107-12


